
13.50

Cable conduits and conduit fittings

CONDUFLEX Conduit CF EL

Application
• The smooth inner wall fulfils the requirements in machine and plant construction
Properties
• Cable conduit from soft PVC
• With shrink-wrapped hard PVC spiral
• The hard PVC spiral is integrated into the conduit wall and thus gives the conduit a high 

degree of flexibility and form stability
Technical data

Design
• Colour grey 

Smallest bending radius 1.5 × D
Temperature range -20 °C to +60 °C
Burning behaviour according to UL 94 V0

Suitable conduit fitting:
Type CP EL, C EL and CPW

Part-No. Type suitable fitting
Article number

Outer-∅
mm

Inner-∅
mm

Weight
kg/100 m

shipment
VE

CF EL grey
270400 CF 8 EL 270550, 270500 12.1 8.0 5.0 30 m 
270401 CF 12 EL 270501, 270551 16.4 12.0 7.5 30 m 
270402 CF 16 EL 270552, 270502 20.7 16.0 10.0 30 m 
270403 CF 20 EL 270503, 270553 25.0 20.0 12.5 30 m 
270405 CF 28 EL 270505, 270555 33.8 28.0 21.0 30 m 
270406 CF 35 EL 270506, 270556 41.0 35.0 24.0 30 m 
270407 CF 40 EL 270507, 270557 46.4 40.0 34.0 30 m 
270408 CF 50 EL 270508, 270558 57.2 50.0 45.0 30 m 



13.51

Cable conduits and conduit fittings

CONDUFLEX CONDUIT CF PUR

Application
• The smooth inner wall fulfils the requirements in machine and plant construction
Properties
• Cable conduit from PUR with shrink-wrapped hard PVC spiral
• The hard PVC spiral is integrated into the conduit wall and thus gives the conduit a high 

degree of flexibility and form stability
• The conduit has great wear-resistance and is weatherproof, microbe-and UV-resistant as well 

as resistant to oils, greases and cooling lubricants
Technical data

Design
• Colour black

Smallest bending radius 1.5 × D
Temperature range -20 °C to +60 °C
Burning behaviour according to UL 94 V2

Matching conduit fittings:
Type CP EL SW, CP W EL and C EL

Part-No. Type suitable fitting
Article number

Outer-∅
mm

Inner-∅
mm

Weight
kg/100 m

shipment
VE

CF PUR EL black
270411 CF PUR 12 EL 270511, 270561 16.4 12.0 7.5 22 m
270412 CF PUR 16 EL 270512, 270562 20.7 16.0 10.0 22 m
270413 CF PUR 20 EL 270513, 270563 25.0 20.0 12.5 22 m
270415 CF PUR 28 EL 270515, 270565 33.8 28.0 21.0 30 m
270419 CF PUR 35 EL 270567 41.0 35.0 24.0 22 m
270417 CF PUR 40 EL 270517, 270568 46.4 40.0 34.0 22 m
270418 CF PUR 50 EL 270518, 270569 57.2 50.0 43.0 30 m



13.55

Cable conduits and conduit fittings

CONDUFLEX Conduit CF NM

Application
• For use as additional isolation of cables and wires for normal operational demands
• For protection against mechanical wear, moisture and contamination
Properties
• PVC protective conduit with smooth inner and outer surface.
Technical data

Design
• Colour silver-grey 

Smallest bending radius 2 × D
Temperature range -5 °C to +80 °C
Shore hardness 75 D

Part-No. Type suitable fitting
Article number

Outer-∅
mm

Inner-∅
mm

Weight
kg/100 m

shipment
VE

CF NM
271100 CF 5 NM 9.0 5.0 5.0 50 m
271101 CF 9 NM 200101, 270059,

270531, 270571
11.4 9.0 6.0 50 m

271102 CF 11 NM 200102, 270060 14.0 11.0 8.0 50 m
271103 CF 13 NM 200103, 270181,

270281, 270161
16.0 13.0 11.2 50 m

271104 CF 15 NM 270182, 270533,
270573, 270162

19.0 15.0 17.3 50 m

271105 CF 18 NM 270183, 270283,
270163, 270164

21.5 18.0 17.6 50 m

271106 CF 25 NM 270185, 270285,
270165

31.0 25.0 38.0 50 m

271107 CF 34 NM 270186, 270286,
270536, 270576

40.0 34.0 42.0 50 m



13.56

Cable conduits and conduit fittings

CONDUFLEX conduit CF S

Application
• For use as additional isolation of cables and wires for normal operational demands
• With additional hot-dipped galvanised steel braid for protection from glowing metal parts e.g. 

during welding
Properties
• PVC conduit with smooth inner and outer surface and additional hot-dipped galvanised steel 

braid
Technical data

Design
• Colour grey

Smallest bending radius 2 × D
Oil resistance good
Temperature range -5 °C to +80 °C
Shore hardness 75 D
Steel braid Wires Ø 20 mm

Part-No. Type suitable fitting
Article number

Outer-∅
mm

Inner-∅
mm

Weight
kg/100 m

shipment
VE

CF S
270010 CF 9 S 270059 12.0 9.0 16.0 50 m
270011 CF 13 S 270181, 270281 17.0 13.0 22.0 50 m
270012 CF 15 S 270182 20.0 15.0 30.0 50 m
270013 CF 18 S 270183, 270283 22.0 18.0 34.0 50 m
270015 CF 25 S 270185, 270285 32.0 25.0 58.0 50 m



13.57

Cable conduits and conduit fittings

CONDUFLEX Conduit CF V

Application
• For use as additional isolation of cables and wires
• For kinking strains with tight bend radii
• For protection against mechanical wear, moisture and contamination
Properties
• PVC conduit, reinforced through hard PVC spirals, inner smooth surface.
Technical data

Design
• Colour grey

Smallest bending radius 2 × D
Oil resistance good
Temperature range -20 °C to +70 °C

Part-No. Type suitable fitting
Article number

Outer-∅
mm

Inner-∅
mm

Weight
kg/100 m

shipment
VE

CF V
270020 CF 9 V 270059, 270531,

270571
13.2 9.0 7.0 50 m 

270021 CF 14 V 270181, 270281 19.0 14.0 11.0 50 m 
270022 CF 16 V 270182, 270533,

270573
21.0 16.0 13.0 50 m 

270024 CF 20 V 270184, 270534,
270574

25.0 20.0 20.0 50 m 

270025 CF 27 V 270185, 270285 32.0 27.0 25.0 50 m 
270026 CF 35 V 270186, 270286,

270536, 270576
41.0 35.0 33.5 25 m 

270027 CF 45 V 270067 50.5 45.0 45.0 25 m 
270028 CF 50 V 270068, 270538,

270578
57.0 50.0 55.0 25 m 

270029 CF 55 V 270069 61.0 55.0 62.0 25 m



13.60

Cable conduits and conduit fittings

Plastic conduit fitting Conduflex CP EL grey

Properties
• Plastic fitting consisting of fitting enclosure, clamp sealing ring and pressure screw , as well as 

Counter nut
• Position the clamp sealing ring so that it extends from the fitting enclosure before applying the 

pressure screw. Pressure screw presses the conduit and sealing ring in the lower piece of the 
fitting and ensure a good clamping and sealing effect.

Technical data

Design
• Material Polypropylene/polyamide
• Colour grey 

Temperature range -20 °C to +60 °C
Burning behaviour according to UL-94 V2
Protection class IP 65

Part-No. Type Matching conduit
Article number

I.D.
mm

weight approx.
kg/100 piece

VE 
piece

CP EL metric grey
270550 CP 8 EL M 16 × 1.5 270400 8.0 0.70 50
270551 CP 12 EL M 16 × 1.5 270401; 270411 12.0 1.00 50
270552 CP 16 EL M 20 × 1.5 270402; 270411 16.0 1.80 50
270553 CP 20 EL M 25 × 1.5 270403; 270411 20.0 2.20 25
270555 CP 28 EL M 32 × 1.5 270405; 270411 28.0 3.70 20
270556 CP 35 EL M 40 × 1.5 270406; 270411 35.0 4.50 20
270557 CP 40 EL M 50 × 1.5 270407; 270411 40.0 6.20 10
270558 CP 50 EL M 63 × 1.5 270408; 270418 50.0 7.20 20
CP EL PG grey
270500 CP 10 EL PG 7 270400; 270410 8.0 0.50 50 
270501 CP 12 EL PG 13.5 270401; 270411 12.0 0.90 50 
270502 CP 16 EL PG 16 270402; 270411 16.0 1.70 50 
270503 CP 20 EL PG 21 270403; 270411 20.0 2.10 50 
270505 CP 28 EL PG 29 270405; 270411 28.0 3.60 20
270506 CP 35 EL PG 36 270406; 270411 35.0 4.50 50 
270507 CP 40 EL PG 42 270407; 270411 40.0 6.10 20 
270508 CP 50 EL PG 48 270408; 270418 50.0 7.10 10




